
MU2R17 MU2R15

Note
1. Capacities are based on the following conditions :

- Cooling : Indoor Ambient Temp. 27°CDB / 19°CWB, Outdoor Ambient Temp. 35°CDB / 24°CWB
- Heating : Indoor Ambient Temp. 20°CDB / 15°CWB, Outdoor Ambient Temp. 7°CDB / 6°CWB
- Interconnected piping is standard length and difference of Elevation (Outdoor ~ Indoor Unit) is 0 m.

2. At least two indoor units should be connected. And minimum limit of combination ratio is 40% approximately for rated capacity of outdoor unit.
3. Don't exceed the maximum connectable indoor units number, it can be found in Specifications or combination table of outdoor unit model.
※ Based on our policy for the products improvements, specification, design and features are subject to change without any prior notice.
※ Specifications may vary by each model or IDU / ODU combination.

Note
1. Capacities are based on the following conditions :

- Cooling : Indoor Ambient Temp. 27°CDB / 19°CWB, Outdoor Ambient Temp. 35°CDB / 24°CWB
- Heating : Indoor Ambient Temp. 20°CDB / 15°CWB, Outdoor Ambient Temp. 7°CDB / 6°CWB
- Interconnected piping is standard length and difference of Elevation (Outdoor ~ Indoor Unit) is 0 m.

2. At least two indoor units should be connected. And minimum limit of combination ratio is 40% approximately for rated capacity of outdoor unit.
3. Don't exceed the maximum connectable indoor units number, it can be found in Specifications or combination table of outdoor unit model.
※ Based on our policy for the products improvements, specification, design and features are subject to change without any prior notice.
※ Specifications may vary by each model or IDU / ODU combination.
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COOLING

OPERATION
INDOOR UNIT OPERATING
(CAPACITY INDEX, kBtu/h)

TOTAL CAPACITY
INPUT(W)

MIN. RATED MAX.

UNIT-A UNIT-B UNIT-C UNIT-D TOTAL Btu/h kW Btu/h kW Btu/h kW MIN. RATED MAX.

2 UNIT

5 5 - - 10 6,000 1.76 10,000 2.93 11,500 3.37 414 682 889

5 7 - - 12 7,200 2.11 12,000 3.52 13,800 4.04 486 833 1,058

5 9 - - 14 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

7 7 - - 14 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

7 9 - - 16 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

5 12 - - 17 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

9 9 - - 18 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

7 12 - - 19 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

5 15 - - 20 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

9 12 - - 21 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

7 15 - - 22 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

9 15 - - 24 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

12 12 - - 24 9,600 2.81 16,000 4.69 18,400 5.39 657 1,251 1,699

COOLING

OPERATION
INDOOR UNIT OPERATING
(CAPACITY INDEX, kBtu/h)

TOTAL CAPACITY
INPUT(W)

MIN. RATED MAX.

UNIT-A UNIT-B UNIT-C UNIT-D TOTAL Btu/h kW Btu/h kW Btu/h kW MIN. RATED MAX.

2 UNIT

5 5 - - 10 6,000 1.76 10,000 2.93 11,500 3.37 414 682 889

5 7 - - 12 7,200 2.11 12,000 3.52 13,800 4.04 486 833 1,106

5 9 - - 14 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

7 7 - - 14 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

7 9 - - 16 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

5 12 - - 17 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

9 9 - - 18 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

7 12 - - 19 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

9 12 - - 21 8,400 2.46 14,000 4.10 16,100 4.72 583 988 1,376

HEATING

OPERATION
INDOOR UNIT OPERATING
(CAPACITY INDEX, kBtu/h)

TOTAL CAPACITY
INPUT(W)

MIN. RATED MAX.

UNIT-A UNIT-B UNIT-C UNIT-D TOTAL Btu/h kW Btu/h kW Btu/h kW MIN. RATED MAX.

2 UNIT

5 5 - - 10 6,600 1.93 11,000 3.22 12,100 3.55 408 706 854

5 7 - - 12 7,920 2.32 13,200 3.87 14,520 4.26 498 872 1,066

5 9 - - 14 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

7 7 - - 14 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

7 9 - - 16 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

5 12 - - 17 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

9 9 - - 18 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

7 12 - - 19 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

9 12 - - 21 9,600 2.81 16,000 4.69 18,400 5.39 613 1,068 1,433

HEATING

OPERATION
INDOOR UNIT OPERATING
(CAPACITY INDEX, kBtu/h)

TOTAL CAPACITY
INPUT(W)

MIN. RATED MAX.

UNIT-A UNIT-B UNIT-C UNIT-D TOTAL Btu/h kW Btu/h kW Btu/h kW MIN. RATED MAX.

2 UNIT

5 5 - - 10 6,600 1.93 11,000 3.22 12,100 3.55 408 706 854

5 7 - - 12 7,920 2.32 13,200 3.87 14,520 4.26 498 872 1,066

5 9 - - 14 9,600 2.81 16,000 4.69 18,400 5.39 613 1,066 1,433

7 7 - - 14 9,600 2.81 16,000 4.69 18,400 5.39 613 1,066 1,433

7 9 - - 16 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

5 12 - - 17 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

9 9 - - 18 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

7 12 - - 19 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

5 15 - - 20 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

9 12 - - 21 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

7 15 - - 22 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

9 15 - - 24 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633

12 12 - - 24 10,800 3.17 18,000 5.28 19,400 5.69 706 1,247 1,633
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